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wireless detect
The Wire-Free alternative to Conventional Fire Panels from detectomat

A unique Wire-Free, Radio Fire System offering an
alternative to the costs, potential damage and busi-
ness disruption associated with installing Fire
systems in existing buildings.

An an ideal solution for retrofit and refurbishment
applications in small to medium sized enterprises
(buildings, office buildings, guest houses, restaurants,
nursery schools, garages/workshops, large houses
and houses in multiple occupation).

Features:
A wide range of radio devices including detectomat's
designer range of smoke detector/alarms, heat detector/
alarms, manual call points and

· user friendly application via LCD display
· radio controlled panel utilising unique encoding in

the ISM band (433 MHz) to connect up to 100 radio
detection devices

· extension of the 100M LOS operating distance via
radio wireless repeaters

· bi-directional radion control and alarm functions 
· 6 alarm zones with individual identification of the

device in alarm
· control / monitoring and testing functions for all radio

devices (fault, error, change of battery, radio integrity)
· integrated power supply for 230 V connection
· internal battery back-up
· programmable alarm relays
· loop 3000 connection via IOM 3311



radio / wireless control panel RCP 6B order no.  32130
Multi-purpose, bi-directional radio control panel with 
integrated battery ªback-upº, alarm monitoring and 
control function for 100 radio/detector devices
- 6 alarm zones
- acoustic and optical signalling of alarm and fault 

conditions
- individual identification and monitoring of the 

radio devices relating to individual battery 
condition, detector condition and radio integrity

system voltage 230 V AC
frequency 433 MHz unique encoding
operation voltage 12 V DC 
emergency power 8 x 15/Vmax. 77 h
quiescent current max. 30mA
alarm/operation current 160 mA
display LCD display
relay output 4 relays 50/V0,5A
operation temperature -0!C up to +60!C
dimensions ( H x W x D 170 x 170 x 55 mm

optical smoke detector / alarm HDv 3000 Oorder no. 30458 
battery powered optical smoke detector / alarm 
certified to EN 114604

acoustic alert 85 dB
operation voltage 9 V DC
responsivity < 0,15 dB/m
operation temperature -10!C up to +55!C
VdS certification no. G202 042
DIN-EN 14604
dimensions ( H x é 51 mm incl. base x 100

radio module F.M RCP 6B order no. 32132
plug-in radio module for the smoke detector / alarm 
HDv 3000 O to report and receive alarm and fault 
conditions via radio control panel RCP 6B

frequency 433 MHz unique encoding
operation voltage 9 V DC
quiescent current 36 "A
alarm/operation current 35 mA/18mA
operation temperature -10!C up to +55!C

wireless spring-button F.MCP RCP 6B order no. 32190  
for the manual release /activation of a fire alarm 
interlinked to theradio fire control panel RCP 6B

frequency 433 MHz unique encoding
operation voltage 9 V DC
quiescent current 7,5 "A
alarm/operation current 40 mA
operation temperature -10!C up to +55!C
dimensions ( H x W x D) 93 x 89 x 59 mm

wireless sounder / beacon F.ABM RCP 6Border no. 32134
for direct interface connection via radio 
control panel RCP 6B

frequency 433 MHz unique encoding
operation voltage 9 V DC
quiescent current 48 "A
alarm/operation current 150 mA
operation temperature -1!C up to +55!C
dimensions ( H x é 93 x 121 mm

radio repeater F.RCP 6B order no. 32131
to extend the transmission path of the bi-directional
system devices and the radio control panel RCP 6B
- 10 radio devices / repeater 
- 3 repeaters /  RCP 6B signal strength display
- transmission of detector signal
- function monitoring
- wall mounting

line voltage 230 V AC
frequency 433 MHz unique encoding
operation voltage 12 V DC
emergency power 1 x 9 V/8 h
quiescent current 35 m"
alarm/operation current 70 mA
operation temperature -0!C up to +60!C
dimensions ( H x W x D 158 x 95 x 45 mm

radio heat detector / alarm TM order no. 31957 
batterieversorgter thermischer Melder

acoustic alert 85 dB
operation voltage 9 V DC
operation temperature 0!C up to +65!C
responsivity 60!C
dimensions ( H x é ) 70 x 80 mm

radio module F.MT RCP 6B order no. 32189 
plug-in module for the heat detector / alarm 
TM to report and receive alarm and fault 
conditions via radio control panel RCP 6B

frequency 433MHz unique encoding
operation voltage 9 V DC
quiescent current 36 "A
alarm/operation current 35 mA/18mA
operation temperature -10!C up to +55!C

radio manual call point F.DKM RCP 6Border no. 32133 
with integrated radio module for manual alarm 
activation via radio control panel RCP 6B

frequency 433 MHz unique encoding
operation voltage 6 V DC
quiescent current 45 "A
alarm/operation current 50 mA
operation temperature 110!C up to + 55!C
acoustical alert signal-horn
dimensions ( H x W x D ) 120 x 120 x 31 mm

radio in-put module F.IB RCP 6B order no. 32135 
general purpose radio in-put module 
for the RCP 6B

frequency 433 MHz unique encoding
connection potential free switch / contact
operation voltage 9 V DC
quiescent current 15 mA
alarm/operation current 35 mA
operation temperature -10!C up to +55!C
dimensions ( H x W x D 92 x 57 x 30
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